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Neutron reflectometry studies on the lithiation of
amorphous silicon electrodes in lithium-ion batteries
B. Jerliu,a L. Do¨rrer,a E. Hu¨ger,a G. Borchardt,a R. Steitz,b U. Geckle,c V. Oberst,c
M. Bruns,c O. Schneiderd and H. Schmidt*a
Neutron reflectometry is used to study in situ the intercalation of lithium into amorphous silicon
electrodes. The experiments are done using a closed three-electrode electrochemical cell setup. As a
working electrode, an about 40 nm thick amorphous silicon layer is used that is deposited on a 1 cm
thick quartz substrate coated with palladium as a current collector. The counter electrode and the
reference electrode are made of lithium metal. Propylene carbonate with 1 M LiClO4 is used as an
electrolyte. The utility of the cell is demonstrated during neutron reflectometry measurements where Li
is intercalated at a constant current of 100 mA (7.8 mA cm2) for diﬀerent time steps. The results show
(a) that the change in Li content in amorphous silicon and the corresponding volume expansion can be
monitored, (b) that the formation of the solid electrolyte interphase becomes visible and (c) that an
irreversible capacity loss is present.
1. Introduction
Lithium-ion batteries are widely developed and used as
rechargeable power sources for portable electronic devices and
will be essential in the field of automotive transportation.1–3 For
the latter applications improvements in energy density and thus
driving range/battery weight, power density, cycle life and costs
are required.4 Processes at the electrodes during charging and
discharging cycles play a key role in understanding and optimiz-
ing these batteries. In general, the electrode reactions are based
on intercalation–de-intercalation of Li into solid hosts or on
solid state reactions including formation of Li compounds.5
These solid state processes often are rather slow and therefore
lead to a low charge–discharge rate and to low power densities.
Consequently, there is a strong need for a quantitative under-
standing of electrode processes in promising electrode candi-
date materials showing a high energy density. This requires
the investigation of both, processes at electrolyte/electrode
interfaces and processes within the solid host materials,
including determination of intercalation kinetics and of inter-
calation pathways. In order to accomplish this task, electro-
chemical methods must be combined with other methods for
characterization of material properties.
In the literature, there exist numerous ex situ characteriza-
tions of the electrode after electrochemical cycling in order to
gain insight into the problem discussed above.6–11 However,
such experiments have the drawback that not the actual state of
the intercalation process is monitored and consequently they
are of limited significance. Consequently, there is a strong need
for studies of the intercalation process during the operation of
the electrochemical cell (in operando or in situ studies).12 Such
studies were already performed using transmission electron
microscopy,13–14 electrochemical strain microscopy,15 nuclear
magnetic resonance,16 and X-ray scattering17–19 on diﬀerent
types of electrode materials. In the present paper, in operando
neutron reflectometry measurements on the intercalation of
lithium at electrodes during charging and discharging are
presented. For the realization of such experiments a well-sealed
electrochemical cell was constructed that allows working in
ambient air at neutron facilities.
In the context of electrochemistry, neutron reflectometry (NR)
measurements so far have been mainly applied for the study
of redoxactive inorganic20 and organic films21 and conducting
polymers.22 Further studies include the structure and transforma-
tions in monolayer adsorbate films,23 polyelectrolytes,24 electro-
deposited metal bilayers25 and corrosion of metal films.26 There is
only a several year old study, concerned with lithium-ion batteries,27
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where the intercalation of Li into anatase (TiO2) is investigated,
demonstrating the possibility of realizing such experiments.
Recently, NR was also used to study solid electrolyte interphase
(SEI) formation at copper surfaces.28 In addition, there are publi-
cations on Li intercalation based on neutron diﬀractometry,29
small angle neutron scattering,30 and neutron depth profiling6,31
as well as a neutron radiography study32 to investigate bubble
formation at electrodes.
In the present study, we carried out experiments on the
lithiation of amorphous silicon, which is a promising negative
electrode material for Li-ion batteries due to its high theoretical
specific capacity of about 4000 mA h g1 (ref. 3), corresponding
to the reaction
Si + xLi+ + xe- LixSi (x r 4)
Despite numerous studies on intercalation, the oxidation–
reduction process, and cycling stability33–38 based on electro-
chemical methods, little is known about the mode and kinetics
of intercalation of lithium inside amorphous silicon electrodes.
Is charging taking place by a diﬀusion-controlled movement of
a phase boundary (e.g. LixSi) parallel to the electrode surface or
by diﬀusion or interface controlled solid solution formation?
Studies on morphological and phase changes during charging,
given in the literature, show that over a wide range of cell
potentials the electrode remains essentially amorphous.39,40 At
low potentials (x B 4 for LixSi) a reversible crystallization to a
metastable crystalline Li15Si4 phase is observed,
39,41 however,
for relatively thick electrode films only.
In the present paper we describe the design of a closed three-
electrode electrochemical cell for NR studies of the electro-
chemical Li intercalation in a thin film amorphous silicon
electrode. The utility of the cell is demonstrated by NR measure-
ments during an intercalation cycle at a constant current of
100 mA (7.8 mA cm2). The relative sensitivity of neutrons on
lithium (in comparison to X-rays) and the ability of neutrons to
pass through relatively thick solid substrates allow us to probe
lithium density profiles perpendicular to the surface of reflection.
Simulations of the reflectivity profiles using appropriate software,
e.g. Parratt32,42 allow us to derive the scattering length density
profile and the Li concentration inside the electrode. This gives
direct insight into the Li concentration and volume changes
taking place during intercalation.
2. Experimental details
The design of the electrochemical cell is shown in Fig. 1 and an
image of the cell is displayed in Fig. 2. A thin film arrangement
is used to produce a large area working electrode necessary for
NR experiments. The cell is constructed with three electrodes.
The working electrode is made of a quartz block as a substrate,
which is coated with a thin palladium layer as a back contact
and a current collector. The electrode material of amorphous
silicon (about 40 nm) is deposited on top of the palladium.
Here, a circular design with an electrode diameter of 40.5 mm
(contact area to electrolyte) is used. As the counter electrode
and the reference electrode metallic lithium (1.5 mm foil,
99.9%, Alfa Aesar) is used. The working and counter electrodes
are separated by Kalrezs gaskets forming a cell with a total
volume of 1.4 ml. Additionally, a separator with a thickness of
20 mm (Bru¨ckner Maschinenbau, Germany) is introduced
between the two electrodes. The lithium electrodes are sealed
against high density polyethylene housing also using Kalrezs
gaskets. The cell is filled with the electrolyte through two ports
bored into the polyethylene. As an electrolyte, propylene carbo-
nate (Sigma Aldrich, anhydrous, 99.7%) with 1 M LiClO4 (Sigma
Aldrich, lithium perchlorate, battery grade, dry, 99.99% trace
metal basis) is used. Before the lithium salt was dissolved in the
non-aqueous solvent the latter was dried for one week under
argon using molecular sieves (Carl Roth, 3 Å). The electro-
chemical cell was assembled within an argon filled glove box
(water content o 0.1 ppm, oxygen content o 0.1 ppm).
The working electrode was prepared in the following way:
first an approximately 80 nm thick palladium layer was deposi-
ted on the polished quartz block by RF magnetron sputtering.
Deposition was done at a rate of 11 nmmin1, using argon (6.0)
Fig. 1 Schematic sketch of the electrochemical cell: (1) 5 mm thick aluminium
ground plate; (2) 10 mm thick Pd coated quartz substrate with an amorphous
silicon electrode on it (circle); (3) Kalrezs gaskets; (4) 20 mm thick high density
polyethylene base; (5) Li counter electrode; (6) Li reference electrode; and (7)
copper base.
Fig. 2 Image of the cell: (1) aluminium ground plate; (2) quartz substrate and
electrode; (3) polyethylene housing; and (4) contacts to potentiostat. The shaded
area depicts the position and the cross section of the neutron beam which is
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sputter gas at an operating pressure of 0.3 Pa, and a sputtering
power of 150 W at room temperature. Afterwards a 40 nm thick
amorphous silicon layer was sputtered using a RF power of 75 W.
The deposition rate was 8 nm min1 at an operating pressure of
0.2 Pa. The sputter set-up in detail is described elsewhere.43
Grazing incidence X-ray diﬀraction (Bruker D5000, Co Ka1,
40 kV) showed characteristic sharp Bragg peaks of palladium and
a several degree broad reflection corresponding to amorphous
silicon. This confirms the amorphous nature of the electrode
material. Additional crystallographic phases were not detected.
The neutron measurements were done using the classical
y/2y mode of operation and a monochromatic beam at a
wavelength of 0.466 nm at the V6 reflectometer located at the
Helmholtz-Zentrum, Berlin, Germany. Data were recorded in
the range between 0.061 and 1.71 incident angles in the vertical
scattering plane of the instrument during a total time of about
5 h per run. Here, the quartz substrate is the incoming medium
for neutrons. During a NR experiment the collimated neutron
beam (40 mm horizontal slits, 0.5 mm vertical slits) is directed
through the side of the quartz block (see Fig. 2). The neutrons
are reflected from the SiO2/Pd/Si/electrolyte interfaces, exit the
quartz on the opposite side and are detected afterwards. 3He
pencil detectors, oﬀset from each other by 0.441 in 2y, are used
for recording the scattered intensity in the specular and back-
ground channel, respectively. The information obtained from
NR is the reflected intensity perpendicular to the reflecting
interface. The reflectivity data were corrected for footprint and
background. Data analysis was performed on basis of Parratt’s
recursion algorithm using the Parratt32 software package.42
Electrochemical intercalation was carried out using a com-
puter controlled potentiostat (BioLogic, model SP-150). Lithium
was galvanostatically inserted and extracted at a current of
20 or 100 mA, respectively, resulting in intercalation potentials
between 2.9 and 0.2 V vs. Li.
3. Results and discussion
The experiments were conducted on an assembled cell, filled
completely with the electrolyte that was mounted on the
goniometer stage of the reflectometer. First a neutron reflection
scan was made without applying any current and before any
intercalation was initiated. This state is termed the virgin state.
The results are shown in Fig. 3(a) as open circles. Since the
neutron beam hits the interface coming from a denser medium
(SiO2), an edge of total reflection is not observed. We see that a
complex reflectivity pattern is found with numerous fringes,
which result from the interference of neutrons reflected at the
SiO2/Pd/Si/electrolyte interfaces. The fit results with Parratt32,
based on a box-model, are also shown in Fig. 3(a) as lines. The
resulting parameters are given in Table 1 and the corres-
ponding scattering length density (SLD) is shown in Fig. 4(a).
From the determined SLD, mass densities of the compounds
are calculated using the NIST online resource database44 (see
also Table 1). The mass densities found correspond very well to
literature values of bulk samples for quartz, palladium and
amorphous silicon. The slightly higher value for propylene
carbonate is attributed to the small amount of LiClO4 dissolved
in the electrolyte, which was neglected in the calculation. A
closer inspection of results revealed that an appropriate fitting
of the reflectivity could be obtained only if a thin (6 Å) addi-
tional layer with a low SLD of 1.3  106 Å2 is incorporated
between the quartz substrate and the palladium. Otherwise the
strong fringes at high scattering vectors cannot be reproduced.
We associate this ‘‘intermediate layer’’ to a low density layer
that results from lattice mismatch by sputtering polycrystalline
palladium on the single crystalline quartz substrate. The exis-
tence of an additional surface layer (e.g. an oxide) with a
thickness of more than 3–5 Å and with a diﬀerent SLD between
amorphous silicon and the electrolyte is not indicated by
the present measurements. The interface roughness between
palladium and silicon was determined by fitting to be
(1.4  0.3) nm. In contrast, the situation for the roughness of
the Si/electrolyte interface is more diﬃcult. A fixed input value
of this roughness in the range between 0 and 4 nm in Parratt32
fitting results in identical reflectivities within error limits.
Consequently, this roughness cannot be determined exactly
by fitting. For further analysis, we also measured separately the
surface roughness of palladium and silicon films directly
sputtered on quartz by atomic force microscopy (AFM). For
palladium we found a roughness (RMS) value of 1.1 nm in good
accordance with the roughness of the Pd/Si interface obtained
Fig. 3 Neutron reflectometry patterns measured at diﬀerent stages during an
intercalation cycle (open circles). Also shown are the fitting results using Parratt32
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using Parratt32. Further, AFM gives a roughness of 1.3 nm for
the Si sample. Due to the problemmentioned above, this is now
used as a fixed input value for the Parrat32 calculations (see
Table 1). As a result, the electrode in its virgin state can be
described very well by the neutron reflectivity data.
During lithiation, Li from the electrolyte is transferred over
the interface and reductively incorporated into the amorphous
silicon electrode. During this process the formation of amor-
phous LixSi (x = 0–4.2) is indicated.
39 In the present work, a
stepwise lithiation procedure was applied with several galvano-
static charging steps at a defined current, I, for a defined time
period, t, followed by discharging steps (see Fig. 5(a)). After
each step, current was interrupted and the system was allowed
to relax until equilibrium was established, as indicated by a
constant potential. Afterwards, a neutron reflectivity pattern
was recorded and the results were fitted using Parratt32. There-
after, the next galvanostatic step was done. Characteristic
potential vs. time curves for intercalation–de-intercalation at
currents of 100 mA are shown in Fig. 5(b). Current application
first leads to a rapid departure of the electrode potential from
the open circuit value of 2.9 V vs. Li, and thereafter to a more
gradual shift in electrode potential towards lower values with
progressive intercalation (see Fig. 5(b)).
In the first step, a current of I = 20 mA (1.6 mA cm2) has been
applied for a time of t = 1 h (not shown in Fig. 5(b)), leading
apparently to a theoretical specific capacity, C, of 0.17 A h g1









where mSi E 1.2  104 g is the actual silicon electrode
mass, F = 96 487 C mol1 is the Faraday constant, and MSi =
28.09 g mol1 is the molar mass of silicon. The quantities are
calculated for a radius of the circular silicon electrode of
20.25 mm (contact area), a layer thickness of 42.5 nm and a
mass density of 2.19 g cm3.
During this galvanostatic charging step, the potential
between the working electrode and the reference electrode
decreased from about 2.92 to 0.75 V. However, after this
charging step, during the equilibration period, the potential
increased again to its initial value. The corresponding neutron
reflectivity pattern after the equilibration period was comple-
tely identical to that of the virgin state. This means that no
significant amount of Li was introduced into the electrode
during this step. The strong potential changes were caused by
charge transfer eﬀects at the electrode/electrolyte interface, and
possibly by a change in the cell resistance. The absence of Li
insertion in this experiment is consistent with voltammetric
studies carried out subsequently to the work described in this
paper, using the same cell, where characteristic peaks of Li
insertion and de-insertion were below 0.6 V. It also agrees with
reports from the literature, where Li insertion at potentials
above 0.4–0.6 V was not observed, and where also reduced Li
insertion was found in the first (voltammetric) cycle.8,45,46 These
findings were in part explained with electrolyte decomposition
Table 1 Parameters of the Parratt32 fits of the electrode system in the virgin state. Errors correspond to a 10% increase of w2 of the best fit with respect to the fitted
parameter only. Quantities (roughness) with no errors were kept fixed during the fit in order to omit unreliable fitting results. Also given are mass densities calculated
from SLDs,44 and mass densities from the literature
Layers of the box-model Thickness (Å) SLD (106 Å2) Roughness (Å) Mass density (g cm3)
Mass density from
the literature (g cm3)
Quartz (SiO2) n/a 4.15  0.06 n/a 2.63  0.04 2.65 (ref. 50)
Intermediate layer 6  2 1.3  0.9 0 n/a n/a
Palladium 760  9 3.95  0.05 0 11.80  0.15 12.02 (ref. 48)
Amorphous silicon 425  25 1.95  0.05 14  3 2.19  0.05 2.19–2.29 (ref. 7)
Propylene carbonate (C4H6O3) n/a 1.85  0.13 13 1.45  0.10 1.21 (ref. 49)



















































This journal is c the Owner Societies 2013 Phys. Chem. Chem. Phys., 2013, 15, 7777--7784 7781
and the formation of a solid electrolyte interface (SEI). For such
a layer no evidence was seen in the NR data recorded after this
first step.
In a second step, a higher current of 100 mA (7.8 mA cm2)
was applied for 1 h. The corresponding potential decreased to
0.3 V (see Fig. 5(b)), but increased during equilibration to a
value of only 0.68 V indicating that Li intercalation took place.
This is also reflected in the neutron reflectivity pattern of
Fig. 3(b). Clear changes occur in comparison to the virgin state.
This shows that intercalation eﬀectively starts at potentials
below 0.75 V and is characterised by the flat part of the curve
in Fig. 5(b) for times larger than 0.14 h (at 100 mA). Using
eqn (1) and (2) one obtains C = 0.83 A h g1 and x = 0.87 for that
second intercalation step.
Finally, charging was completed by an additional step of
100 mA for 2 h. The maximum amount of charge introduced
corresponded to a total capacity of 2.50 A h g1 and x = 2.61.
In order to avoid the destruction of the electrode by stress
eﬀects in these first experiments, intercalation was ended at this
point and de-intercalation was started after the NR measurement.
The direction of the current was reversed and two de-intercalation
steps followed, the first one at 100 mA for 1 h and the second
one at 100 mA for additional 9 min, which led to complete
de-intercalation as seen by the rapid increase towards the
potential of pure silicon in Fig. 5(b). As obvious from Fig. 3 the
neutron reflectivity profiles change after each step, indicating
that the intercalation process can be eﬀectively monitored by
NR. An interesting point is that after complete de-intercalation
the virgin pattern is not restored (Fig. 3(a)and (e)). Slight but
detectable diﬀerences are still visible. This confirms that charging–
discharging is an irreversible process and a non-negligible amount
of charge remains present in the electrode. This is also indicated
by the fact that intercalation and de-intercalation times are not
identical, which is known from the literature on electrochemical
experiments,47 and which is also demonstrated here by the NR
experiments in a direct way. In the literature, this irrever-
sible charge is attributed to the formation of a SEI during
intercalation.47 As known from the literature, lithiation and
de-lithiation pathways can be distinctively diﬀerent.29
For further analysis, all reflectivity curves of Fig. 3 are fitted by
a box-model using Parratt32 and the corresponding SLD curves
are given in Fig. 4. The resulting fit parameters of all experiments
are given in Table 2. The fit parameters of the quartz block, of
the electrolyte and of the intermediate layer as given in Table 1
for the virgin state are kept constant in the fitting procedure of
the intercalated samples. As demonstrated in the literature,51
only very small amounts of Li (about 1 at%) are incorporated into
palladium by electrochemical lithiation using the same liquid
electrolyte as in the present experiments. Consequently, the
influence on our experiments is expected to be marginally small
and the SLD of the Pd layer is assumed to be also unchanged
during intercalation. The only parameters that are significantly
modified during charging in comparison to the virgin state are
the thickness and the SLD of the amorphous silicon–lithium
layer (see Table 2). The interface roughness of all layers varies in
the 5 Å range in a non-systematic way, which means that this
variation is not correlated to the lithiation process. As can be
seen from Table 2, the thickness of the amorphous silicon layer
increases, while at the same time the SLD decreases signifi-
cantly. This can be interpreted as the increasing incorporation of
Li into the silicon matrix. Due to the equilibration period after
each intercalation step, it is assumed that Li is homogeneously
distributed within the silicon electrode and that the Li concen-
tration and SLD are constant within the Si layer. The Li incor-
poration is accompanied by a tremendous volume expansion,
reflected in the thickness change of the Si layer (Table 2).
Consequently, the change in SLD during lithiation is triggered
by two factors: (1) the volume expansion and (2) the additional
amount of Li inside the silicon. Since the amorphous silicon
layer is fixed at the substrate, this will lead to large stress which
has to be accommodated by the amorphous structure.
During de-intercalation the reflectivity cannot be fitted by
assuming a single LixSi layer. A second layer with a smaller SLD
Fig. 5 (a) Flow chart of the current applied to the electrode for the diﬀerent
intercalation steps. During the interruption of intercalation as indicated at the
abscissa, the system was allowed to relax for about 1 h and afterwards the
neutron reflectometry measurements were done, which last about 5 h. (b)
Galvanostatic charge–discharge curves cycled at a constant current of 100 mA
for various time steps. The numbers correspond to the intercalation steps given in
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and a higher Li concentration has to be introduced for appro-
priate fitting (see Table 2). The neighbouring interface rough-
nesses were set to zero for an adequate description. This second
layer can be tentatively attributed to the SEI. Consequently, the
present study indicates that a measurable SEI (by NR) is mainly
formed during de-intercalation. This interesting and surprising
eﬀect is probably correlated with recent ex situ observations9
where strong modification of the SEI during an intercalation
cycle is detected and should be investigated in more detail in
future.
In the literature, it is stated that each incorporated Li atom
will expand the Si lattice by DV = 14.7 Å3,39 where the volume of
a Si atom is VSi = 21.3 Å
3. Now, the SLD of LixSi is given
theoretically by
SLDtheo ¼ bSi þ xbLi
VLixSi
(3)
where bSi = 4.15 fm and bLi = 1.90 fm are the bound coherent
neutron lengths of Si and Li, respectively, and VLix Si = DVx + VSi
is the molecular volume of a LixSi unit. The SLDs calculated
from eqn (3) are also given in Table 3 together with the
corresponding values of specific capacity and Li content as
determined from eqn (1) and (2).
In Fig. 6 the diﬀerence, DSLD, between the SLDs of the LixSi
layer as obtained from the experiments and the corresponding
fits (SLDexp) (see Table 2) and of the theoretically calculated
values from eqn (2) and (3) (SLDtheo) (see Table 3) is plotted
against time. Obviously, the experimental values are all higher
than the theoretically expected values. This means actually that
the NR experiments detect a lower Li content in the silicon layer
than expected from the applied intercalation time. The reason
for this finding is unclear at the moment. A possible explana-
tion might be that, during intercalation, in addition to lithium,
which lowers the SLD, small amounts of Cl and O from the
electrolyte also penetrate the silicon layer which will enhance
the SLD. Chlorine has a very high scattering length of 9.577 fm
compared to that of silicon (4.15 fm) and of lithium (1.90 fm).
Consequently only small portions of Cl will enhance the SLD
significantly. For future studies the amount of Cl and O inside
the electrode will be examined (e.g. ex situ by X-ray Photo
Electron Spectroscopy). Of interest might be also the use of
isotope labelled 6LiClO4 in order to identify exactly the amount
Table 2 Parameters of the best fits for the electrode system for diﬀerent intercalation steps. The fit parameters of the quartz block, of the palladium layer, of the
electrolyte and of the intermediate layer as given in Table 1 for the virgin state are kept fixed during the fit. The + indicates an additional (de-)intercalation step. For
details see the text
Amorphous silicon Surface layer per SEI
Thickness (Å) SLD ( 106 Å2) Roughness (Å) Thickness (Å) SLD ( 106 Å2) Roughness (Å)
Intercalation step
0 Virgin 425  25 1.95  0.05 14  3 — — —
1 20 mA for 1 h 425  25 1.95  0.05 14  3 — — —
2 +100 mA for 1 h 544  17 1.67  0.08 4  4 — — —
3 +100 mA for 2 h 769  10 1.00  0.17 10  5 — — —
De-intercalation step
4 +100 mA for 1 h 424  9 1.68  0.12 5  5 74  8 1.33  0.13 0
5 +100 mA for 9 min 414  14 1.61  0.18 20  6 20  5 0.71  0.23 0
Table 3 Intercalation–de-intercalation time, overall specific capacity, overall relative Li fraction, x, and calculated SLD as expected for the diﬀerent intercalation steps.
The data are calculated according to eqn (1)–(3)
Intercalation time (s)
Theoretical specific
capacity (eqn (1)) (A h g1)
Relative Li fraction x
(eqn (2)) (LixSi)
Calculated SLDtheo
(eqn (3)) (106 Å2)
Intercalation step
2 3600 0.83 0.87 0.73
3 7200 2.50 2.61 0.14
De-intercalation step
4 3600 1.67 1.75 0.18
5 530 1.54 1.62 0.24
Fig. 6 Diﬀerence, DSLD = SLDexp  SLDtheo, of experimentally determined
SLDexp of the LixSi layer (Parratt32 fitting) and calculated SLDtheo of that layer
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of Li incorporated into the electrode. As further obvious from
Fig. 6, the SLDs of the amorphous LixSi layer corresponding to
the de-intercalation process are lower than those in the inter-
calation process. This is attributed to the fact that during
de-lithiation a detectable SEI is formed where additional Li is
expected to be stored.
4. Conclusion
We constructed and tested a closed three-electrode electro-
chemical cell for the in operando investigation of the inter-
calation of lithium into amorphous silicon electrodes in
lithium-ion batteries by neutron reflectometry. The following
important results were achieved: (i) the penetration of lithium
into amorphous silicon can eﬀectively be monitored during
charging and discharging by changes in the scattering length
density. The results indicate a constant Li concentration inside
the electrode. (ii) The measurements allow us to detect the
volume expansion/reduction of amorphous silicon during
lithiation/de-lithiation caused by the modification of the silicon
host by lithium. (iii) During de-lithiation the formation of a
several nanometer thin lithium rich surface layer can be
observed, which might be identified with the solid electrolyte
interface (SEI). (iv) Finally, irreversible charge losses after
complete de-intercalation were found in the experiments,
which are caused by the existence of the lithium rich surface
layer and small amounts of residual lithium in the silicon
electrode.
The experimental design of the cell is the base for future
in situ studies on intercalation processes at the electrolyte/
electrode interfaces as well as quantification of intercalation
kinetics and of intercalation pathways. The unexpected result
on the formation of the SEI during de-intercalation will be
investigated in more detail during further NR experiments in
combination with ex situ X-ray Photoelectron Spectroscopy and
high resolution Secondary Ion Mass Spectrometry.
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